
THE FERGUSON 

- 

for High Speed— High Capacity Mowing 

COPYRIGHT 1934, my HARRY FERGUSON, INC : , DETROIT, MICHIGAN. COPYRIGHT UNDER INTERNATIONAL COPYRIGHT UNION. ALL RIGHTS RESERVED UNDER INTER-AMERICAN COPYRIGHT UNION 6910. 

THE FERGUSON SYSTEM 
of Mechanized Farming 



STABILIZER 
BRACKET 
ABSORBS 

VIBRATION 

Rubber Bushings 
Drawbar yoke and drawbar 
support housing (arrows) are 
equipped with bushings of oil-
proof "live" rubber to absorb 
vibration. These bushings, 
combined with the nonrigid 
design of the Ferguson System 
Linkage, effectively "insulate" 
the Tractor from Mower vibra-
tion, lessening operator fatigue. 

TRACTOR MOUNTED... POWER TAKEOFF DORN  for Outstanding Performance 
SAFETY TIE ROD 

FOR HOLDING CUTTER BAR 
IN TRANSPORT POSITION 

FAST THREE POINT 
ATTACHMENT 

Automatic  Safety Release 
Should the cutter bar strike a hidden obstruction, a 
specially designed Ferguson safety release allows the 
cutter bar to break back automatically. In resetting 
the cutter bar to mowing position, you simply back the 
Tractor. Tension on the safety spring release will lock 
the cutter bar in mowing position. Clear the obstruc-
tion, and continue mowing. 

HIGH-CAPACITY CUTTING SPEED 
Got a heavy hay crop this year? Wondering how to handle 
those close growing legumes? Before you use up precious 
field time, give the Ferguson Farm Mower a chance to demon- 
strate to you how its advanced engineering design assures 
smooth, positive mowing at increased speeds. 

The Ferguson Farm Mower utilizes the built-in advantages 
of the famous Ferguson Tractor with its complete Ferguson 
System of implement control. Finger Tip Control of the 
mower through the hydraulic system is simple and easy to 
operate, with no outside hose connections or ram cylinders. 

Ferguson Power Take-Off and Belt Drive gives you assur-
ance of positive power for every operation. In addition 
many new improvements combine to make this Mower an 
outstanding value . . . one that readily handles heavy stands 
of hay, at increased speeds. 

ATTACHED IN 5 MINUTES OR LESS 
The Ferguson Farm Mower and Ferguson Tractor make a 
complete mowing unit. Tractor-mounted, the Mower takes 
every advantage of the many outstanding features of the 
Ferguson Tractor and Ferguson System. You don't pay for 
extra frame weight, unnecessary wheels or extra moving parts! 

To attach the Mower to the Tractor, you simply back the 
Tractor to the Mower and insert three link pins. Then con-
nect the drive shaft to the power take-off and make two link 
pin connections to the Tractor rear axle brackets. 

In  five minutes  or less, you're ready to transport the Ferguson 
Mower to any field at tractor road-speed and go to work. 

PASTURE CLIPPING 
The Ferguson Mower is the answer to this time-consuming 
job. You'll find it's easy to clip up to 45 acres of level pasture 
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a day. And, with the built-in, 4-wheel stability of the Ferguson 
Tractor, you'll get added safety for side hill operation. Tractor 
mounting and Finger Tip Control make the mowing of rough 
pasture land a fast, easy job. 

TURNS SQUARE CORNERS 
By attaching the Mower to the Ferguson System Linkage, the 
cutter bar is placed just back of the rear wheels, in correct position 
for making a square turn. Simply apply the right brake when 
turning and the Tractor will pivot on the right rear wheel, cutting 
a square corner . . without stopping . . . backing . . . or circling. 

TILT LEVER 
FOR ROUGH GROUND 

TELESCOPING 
DRIVE SHAFT- 

POSITIVE POWER 
• - 

DRIVE-SHAFT SHIELD 	̀- 

PREVENTS HAY WRAPPING 

 

Climb on the Tractor seat and start mowing. 
Whatever obstruction appears, merely lift the 
Finger Tip .,Hydraulic Control Lever and the 
cutter bar rises immediately to clear the obstruc-
tion. After passing the obstruction, lower the 
Finger Tip Control Lever, and the cutter bar 
returns to working position. Mowing around 
trees, stone piles, fence rows and along road-
sides, all are handled quickly and easily with 
Finger Tip Control. 

 

Tapered Roller Bearings 
Drive pulley and fly-
wheel bearings are 
packed with short 
fiber grease at the fac-
tory and require no 
further lubrication. 
The Pitman bearing 
is equipped with a 
Zerk fitting. All 
bearings have adjust-
ment for taking up 
end play. Year after 
year you can keep 
your Ferguson Mower 
running smoothly ... 
efficiently. 



SPECIFICATIONS 

ATTACHMENT—Ferguson 3 - Point Linkage, 
with stabilizers and pull bar connected to 
rear axle brackets. 

DRIVE—By telescoping shaft from power 
take-off to 8" drive pulley. Double V-Belts 
to 5 1A" driven pulley, with belt tension 
adj ustment. 

CONTROL—Cutter bar raised and lowered by 
Ferguson Hydraulic System. In raised posi-
tion, inner shoe clearance is 12", outer 
shoe, 32". 

BEARINGS—Pitman, Pitman box, drive pulley 
and driven pulley run on antifriction ta-
pered roller bearings. All bearings have 
adjustment for taking up end play. 

CUTTER BAR—Six or seven-foot length, con-
structed of heat-treated steel. Malleable 
iron sickle head. Steel clips and wear 
plates. Wooden swathboard. Rock guards 
are standard equipment. 

KNIFE—Reinforced at knife head. Plain or 
under-serrated hardened sections. 

PITMAN—Tubular steel. Adjustable. Pit-
man yoke may be shimmed to maintain 
correct adjustment. 

Specifications subject to change without notice.  

BALANCE SPRING—Easily adjusted to give cut-
ter bar a "floating" action, reducing friction 
between shoes and ground. 

SAFETY RELEASE—Spring and plunger type 
with tension easily adjustable. Resets auto-
matically when Tractor is backed. 

CLEARANCE—Ground clearance of mower 
when in transport position is 10". 

SHIPPING WEIGHT-520 lbs. with 6' bar, 548 
lbs. with 7' bar. 

PERFORMANCE CHART 	 CAPACITY RATE 

ACRES PER 
ENGINE MOWING 10-HOUR DAY 

GEAR RPM MPH 	CONDITION 
6' BAR 7' BAR 

1200 2.7 Heavy 16-20 17-23 

2nd 1400 3.2 Heavy 18-23 20-27 
1600 3.6 Heavy 21-27 23-31 

1200 3.7 Light to Average 22-28 26-34 

3rd 1400 4.3 Light to Average 26-33 30-37 
1600 5.0 Light to Average 30-38 35-45 

HARRY FERGUSON, INC. • DETROIT 11, MICHIGAN 


