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BOMBARDIER Tractor Track Attachment 
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FLOTATION for the Deep Snow Jobs 

LOGGING with 
Bombardier 
Tractor Tracks 
gives flexibility 
over unsure 
ground and extra 
control of tractor 
logging opera-
tions. You can 
turn quickly and 
snake logs be-
tween trees or 
along narrow 
trails easily with 
little slippage 
and skidding. 

CLEANING 
ROADSIDES an 
important win-
ter job made 
easier with Fer-
guson Tractor 
and Bombardier 
Tractor Track. 
Ability to stay on 
top, plus "dig in 
traction advan-
tages of Tractor 
Track design 
makes quick 
work of snow 
time jobs. 

OPENING ROADS OR TRAILS using Ferguson Scrap- 
'  er and Leveler. The Bombardier Tractor Tracks 

prevent the Tractor tires from burying themselves; 
gives full lugging power of the Ferguson Tractor. 
Ferguson tractor mounted Scraper and Leveler 
is Finger Tip Controlled for easy handling. 

EXTRA TRACTION 
for Spring or Wet Land Jobs 

"Couldn't plow that spot this spring—too wet." 

"Should have sprayed the trees earlier this spring—

ground too soft though." "Snowed so this winter, 

couldn't move any manure." But NOW YOU CAN, if 

you fit your Ferguson Tractor for flotation and extra 
traction with Bombardier Tractor Track Attachment! 

With Tractor Tracks you can get the needed flotation 

—the ability to stay on top—that you need to get your 

work done on time. It may mean the saving of an 

orchard crop, getting the milk out to market in deep 

snow, or just keeping those routine, necessary jobs 

cleaned up. Yes, and you can handle many jobs that 

you might have thought possible only with a crawler-

type tractor. 

In any case, keeping your Ferguson Tractor working 

under adverse conditions will mean money saved . . . 

money earned for you, and work performed on time. 

TRACTOR FLOTATION SAVES TIME-EXPENSE 
Bombardier Tractor Tracks help prevent those barn- 

yard ruts and gulleys most tractors form in early 

spring mud. You can spread manure over seeded 

fields in early spring, too, without leaving tractor 

wheel ruts. Tractor Tracks keep the Tractor from 

digging down deep in mud or snow. Saves hours of 

work and inconvenience in filling in and repairing 

tractor wheel damage. 

EFFICIENT OPERATION Links of the Bombardier 

Tractor Track are specially shaped to give positive, 

efficient traction. Power wasting slippage has been 

reduced to a minimum. You get the full advantage of 

the hard driving, valve-in-head engine power of the 

Ferguson Tractor. 

ON -AND- OFF FLEXIBILITY It's easy to put on and  

take off the Tractor Track Assembly. The entire track 

mechanism can be removed from the Tractor in one 

hour or less. With this flexibility, as soon as ground 

conditions improve, the unit can be removed and you 

have your regularly equipped Ferguson Tractor. 

RUGGED TRACK CONSTRUCTION The Track is com 

posed of two, impregnated canvas-rubber belts to 

which are attached curved, hardened steel, cross mem- 

bers. These are held in place with two bolts on each 

side, or a total of four per cross member. The complete 

half-track bearing surface is 17 1/2" in width and 40" 

in length. 

COMPLETE, EASY-TO -MOUNT ASSEMBLY Com 

plete assembly is made up of the Tractor Tracks and 

an idler wheel and axle unit. Idler wheels are fitted 

with a regular 4.50" x 16" tire. Wheels are mounted 

on a heavy-duty, semifloating axle. Four, steel U-bolts, 

2 on each side, secure the idler wheel axle to the 

Tractor rear axle. 

After the idler wheel and axle unit have been mounted, 

the treads can be laid out to the rear of the Tractor. 

Simply backing over treads allows them to be easily 

brought around both idler and rear wheels for fasten-

ing with U-bolt and end-plate clasp. The entire instal-

lation job can be made in little more than an hour. 

ADJUSTMENT SPRINGS The weight carried on the 

idler wheel is controllable through adjustment springs 

attached to the idler wheel axle. By increasing the 

spring tension, a portion of the weight carried on the 

front end of the Tractor can be transferred to the idler 

wheel and track. This will permit much easier negotia- 

tion of soft ground without the front wheels sinking 

in deeply. 

BUILT TO LAST AND LAST Bombardier Tractor 
Track Attachments are built to give you year-in, year-

out service with the very minimum of repairs. The 

highest grade of steel and impregnated canvas-rubber 

has been used; as well as reinforced design to assure 

you of strength where it is needed for long time wear. 

MOVING EARTH 
that is wet and 
heavy, demands 
lugging power. 
Bombardier 
Tractor Tracks 
give added bear-
ing surface to the 
Ferguson Trac-
tor. They prevent 
the rear wheels 
digging into soft 
spongy land. Self-
cleaning action 
of Tractor 
Tracks prevent 
earth build-up 
around wheels. 

SCRAPING AND 
LEVELING in 
spring to fill 
gullies or clean 
ditches or water-
ways can be an 
earlier job. Bom-
bardier Tractor 
Tracks give the 
Ferguson Trac-
tor and Ferguson 
Scraper and Lev-
eler wet land trac-
tion, regardless 
of the weather. 

EARLY SPRAYING 
in orchards, 
where heavy 
spray equipment 
must be taken 
over wet land 
and stiff grades, 
calls for Tractor-
Track traction. 
The Ferguson 
Tractor and 
Tractor Tracks 
easily pull a full 
load and maneu-
ver quickly with-
out holding up 
the work sched-
ule or digging 
dangerous ruts. 
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SPECIFICATIONS 

Attachment: Complete unit mounted in less than 
two hours. Idler wheel and axle assembly mounted 
on Tractor rear axle with U-bolt and plate. Rear 
wheel spacing 52". 
Tire Size: New model B-TTA-21 now fits tractors 
with either 10x28 or 11x28 rear tires. 
Idler-Wheel Assembly: Sturdy, steel idler-wheel 
axle equipped with adjustment spring to increase 
belt tension and take weight from front axle. 
Idler Wheel: Regular 4.50" x 16" tire mounted on 
idler-wheel axle. 
Track Constructions Two heavy-duty, impregnated 
canvas-rubber belts with cables incorporated in 
them. Rugged, forged steel, renewable cross 
members. 
Bearing Surface: Width 17%". Length 40". 
Shipping Weight: Approximately 485 lbs. 

Specifications subject to change without notice. 
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